PRODUCT BULLETIN GUPSTM  ROAHD BULLETIN-NO: B-1
GYPSUM PRODUCTS 1/4" REGULAR DATE: &/1/73
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PRODUCING PLANTS: Long Beach, Antioch, Seattle, Jacksonville, and Delancc
. Long Jack-
Core Formula: Pounds per MSF Beach Antioch Seattle souville Delenco

Beard Stuceco  (S-1 and 5-2) 675775 675-775 675-775  700-825  675-T75
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Paper Fiber (B-G-1) 5-7.5 5-7.5 7-10 5-7.5 5-7.5 ‘
Starch (FM-B-11) AR 4 .5=17 4 .5-17 4, 5-7 4 ,5-7 |
Foaming Agent (B-G-1) 0.1-0,7 0,1-0,7 0.1-0.7 0.1-0.7 0_1-0.%
Lignin (B-G-1) 0-1.5 0-1.5 0-3 0-1.5 0-3 |
Fnd Trim (B-G-1) 20-35 0-30 20-40 20-35 20-35
Potassium :

Sulfate  (B-G-1) -1 0-1 0-1 0-1 o1
Hydrated Lime (BM-P-3) 0-0.4 0-0.4  0-0.4 0-0,4 0-C.4 |

Paper Liperg: Manila Face Paper and Greyback Back Paper (RM-B1)

QFPFERATING SPEGTIFICATIONS
(Refer to Process Bulletin B-G-2 for General Specifications,)

1, Slurry Setting Time, minutes 1-1/2 to 3-1/2
2, Wel Slurry Weighl (pounds per z.f.) 78 - 87 ‘
3, Wet Compressive Strensth (P.5.1I.) 238 - 400 .

PRODUCT SPECIFTCATIONS: :
(Refer to Process Bulletin B-G-4 for General Specifications.) i

ALL PIARTS (Excent ss notod)

fel Weight (2bs/AST) 1475-1575
Dry Weight (Lbs ST ) 1000-1150 - Average 1050 *‘
Tvaperation Locs (Lba,/ M3 ) L75-600 |
Thickness - Avsrage (Inch} .235- 260 %
Thickness - Ipdividual reading (Inch) & .010 from average :
End Peel after Sawing {Inch) 1/¢ waximum
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PRODUCT SPECIFIGCATIONS ~ Continued

Edge Hardness at Teke-0ff (Lbs)
Flexural Strength, minimum
Across grain (Lbs)
Parallel (Lbs)
Punch Test {Lbs)

Delanco & Jacksonville

Twist Test, Maximum split

Face {Inch)

Back {Inch)
Rapid High Humidity, meximum peel

Face (Inch)

Back (Inch)

Hammer Leoss Test, decigrams
Individual test, maximum —e-e-

ALL, PIANTS (Excent as noted)

10 Minimum, 18 maximum, 14 aversg:

€0
24

1300-2000
900-1200

1/2
1/2

1/2
1/2

15
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PRODUCT BULLETIM
GYPSUM PRODUCTS

5/16" MOBILE HOME
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GYPSUM BOARD

BULLETIN NO: B-1A

DATE: 12/15/76
PAGE: 1 of 3

CANCELS: p-1A
DATE: 2/3/76

PROJUCING PLANTS: Long Beach, Antioch, Seattle

This product is used in mobile homes.

aoolied with stanles and glue.

CORE FORMULA: Pounds per MSF

Board Stucco

Paper Fiber

Glass Fiber

Starch

Foaminq_Agent

Liqgnin - Dry Powder
- Liquid

End Trim

Potassjum Sulfate

PAPER LINERS:

(5-1) 850
{B-G-1) 6
(B-G-1) 1
(RM-B-11) 6
(B-6-1) 0.2
{B-G-1) 1
(B-6-1) 2
(B-6-1) 15
(B-G-1) 0

Grade 7001 manila face naper
Grade 7002 grayback paper

QPERATING SPECIFICATIONS:

1. Slurry Setting Time, minutes

2. MWet Slurry “eight, pounds per cu.ft.

(Refer to Process Bulletin B-G-2 for General swnecifications)

3. MWet Compressive Strenqth, pounds per

sg., in.

PRODUCT SPECIFICATIONS: (Refer to Process Bulletin B-G-4 for General Specifications)

Lenath-
Width -
Edges -
Talc -

NOTE:

200 minimum

7' through 14' typical
48" + 0 -3/32"
Square (slight in edge)

Do not apply talc on board

Snecial care is needed to avoid high moisture at take-off to avoid "rollers".

It may be vinyl laminated, nrinted by
others, used as a backer board for ceilings, or in heater closets. It will be
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PRCDUCT BULLETIN BULLETIN MNO: B-1A
C APPROYALS GYPSUM BOARD PAGE: 2 of 3
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WHi \;\QQ}?;«V’ CANCELS: B~1A
PRODUCT SPECIFICATIONS: (cont.)
Acceptance Limits Control Values
Min. Max. Min. Std. Max,
Wet Weight (Tbs/MSF) 1750 1300
TAKE-OFF TESTS
Dry Weight (1bs/MSF)* 1200 1400 1210 1275 1350
Evaporation Loss {1bs/MSF) 500 700
Thickness, average (inch) 0.300 0.325 0.305 0.3i2 0.32D
Thickness, indiv. rdg. (inch)+0.010 from avg. +0.010 from average
Profile (inch) +0.010 in 6" width +0.010 in 6" width
Twist Test, tested hot
face and back (inch) ! 1
End Peel, tested B 1-2 hrs
face and back {inch) 0 3/4
Bond Test, tested @ 1-2 hrs
face and back {inch) 1% 0 1
l'\ Falling Ball.Impact (inch) 0.010 0.015 0.030
(: Edge Hardness {1bs.) 10 1?2 15 20
i
STANDARD CONDITIONED TESTS i
Flexural Strength {1bs) Y
Across a0 30 }
Parallel 30 30
Deflection ® Break (inch) ] |
Across 0.35 0.35
Parallel 0.25 ‘ 0.25
Punch Test (1bs) 800 1400 900 : 1200
End Peel After Sawing {in.) 1 0 3/4
Twist Test (inch) |
face and back 1 3/4 !
High Humidity Bond (inch)
face and back 1 n 1 ‘
* Note: Board manufactured outside the specified dry weight ranges may be shipped
provided board conforms to all ather finished product specifications.
PRODUCT IDENTIFICATION:
1. Printing - Print date, code and company identification on back. The code
shall be printed 6-8 inches in from one edge of the board. At the same
distance from the opposite edge nrint the U.L. designation for the
"\ flamespread rating.
|
i
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5/16" MOBILE HOME
GYESUM BOARD

BULLETIN NO: B-1A

DATE: 12/15/7¢6
PAGE: 3 of 3

CANCELS; B-1A

DATE: 2/3/76‘

WAREHOUSING AND SHIPPING:.

Do not bund]g.

80 pieces per unit.

Stack face to face on sleuters.

Use dunnage protection around edges and ends on LTL or long distance shipments.

NOTE: Avoid crushing edges when tightening strapping and tying down units.
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